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ABSTRACT 

Neptec Technologiesô OPAL-120 3D LiDAR is optimized for obscurant penetration.  The OPAL-120 uses a scanning 

mechanism based on the Risley prism pair.  The scan patterns are created by rotating two prisms under independent 

motor control.  The geometry and material properties of the prisms define the conical field-of-view of the sensor, which 

can be built to between 60 to 120 degrees.  The OPAL-120 was recently evaluated using a controlled obscurant chamber 

capable of generating clouds of obscurants over a depth of 22m.  Obscurants used in this investigation include: Arizona 

road dust, water fog, and fog-oil.  The obscurant cloud optical densities were monitored with a transmissometer.  Optical 

depths values ranged from an upper value of 6 and progressively decreased to 0.  Targets were positioned at the back of 

the obscurant chamber at a distance of 60m from the LiDAR.  The targets are made of a foreground array of equally 

spaced painted wood stripes in front of a solid background.  Reflectivity contrasts were achieved with 

foreground/background combinations of white/white, white/black and black/white.  Data analysis will be presented on 

the effect of optical densities on range and cross-range resolution, and accuracy.  The analysis includes the combinations 

of all obscurant types and target reflectivity contrasts. 
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1. INTRODUCTION  

Helicopter pilots can encounter situations of Degraded Visual Environments (DVE) when they land or take-off in the 

presence of obscurants such as dust, snow, fog, and smoke. Under these conditions, pilots cannot see nearby objects that 

provide the visual references necessary to control the aircraft near the ground. There are many reported rotary wing 

accidents and maintenance costs due to brownout
1
. 

 

Several sensing technologies have been evaluated to improve pilot situational awareness in DVE
2
. Millimeter-wave radar 

(MMW) can penetrate obscurants well due to their long wavelength but are limited in their spatial resolution capability. 

LiDAR have shorter penetration depths when compared to MMW radars, but can offer higher spatial resolution 

sufficient to detect small threats to the aircraft, such as wires, terrain depressions in the landing zone and small size 

objects lying in the landing zone
3,4,5,6

.  A more in-depth characterization of the OPAL sensor was required to determine 

the expected resolution of small objects detection under conditions of obscurants. 

 

This evaluation was done as part of a project with Defence Research and Development Canada ï Valcartier  (DRDC-V) 

with the objective of testing the OPAL 2.0 LiDAR under controlled conditions using the DRDC Valcartier aerosol 

chamber to quantify the effect of dense aerosol on single beam range and cross-range measurements accuracy and 

resolution.   

2. OPAL LIDAR  OVERVIEW  

The Neptec Technologiesô OPAL LiDAR is a Time-Of-Flight based LiDAR that scans the environment using a pair of 

Risley prisms.  The OPAL LiDAR has been developed in view of providing a true see-through capability for pilots in the 

final approach of a landing zone (LZ).  The technical approach rests on a high power pulsed laser emitter combined with 

a sensitive receiver, a capability to extract target signals engulfed in a cloud of obscurants through a real-time 

exploitation of the waveform returns characteristics and an efficient filtering of noise caused by the reflection of light on 

particulate matter suspended in the air. 

 

The OPAL-120 LiDAR, shown in Figure 2-1, is designed with a conical field-of-view (FOV) that can be built to be as 

large as 120
o
.  The OPAL-120 is of special interest for airborne applications that require high data point density within a 

reasonably large FOV.  Using the Risley prism pair scanning method; the sensor generates unique non-overlapping scan 

patterns that produce very dense 3D images with acquisition speeds of up to 200kHz point repetition frequency (PRF).   



 
 

Figure 2-1. OPAL-120 LiDAR (left); OPAL-120 pointed at the aerosol chamber (middle); aerosol chamber (right). 

 

3. SETUP FOR CONTROLLED AEROSOLS TESTS 

Figure 2-1 shows on the right side a picture of the DRDC-V aerosol chamber that is used for controlled tests in 

obscurants.  The chamber is 22m long with a 2.4m x 2.4m cross-section.  It has collapsible doors at both ends that are 

remotely activated.  The obscurants are injected through high pressure nozzles; a set of ventilators is used to keep the 

obscurant particle distribution as uniform as possible. 

 

Three types of obscurants were used for the tests: Arizona Road Dust (ARD), water fog, and fog oil. The obscurants are 

disseminated using mixing fans with both doors closed.  The initial density or optical depth of the aerosols inside the 

chamber was controlled by the amount of the aerosols disseminated.  After the dissemination of aerosols is completed, 

the front door of the chamber is dropped down to allow the LiDAR to perform the scans while the aerosols dissipate.  

The time for the aerosol dissipation inside the chamber depends on the wind direction.  If the wind is in the direction of 

pushing aerosols inside the chamber, then it takes a longer time to dissipate.  Once the targets inside the chamber are 

clearly observed and most aerosols are dissipated, the back door is opened to let the residual aerosols inside the chamber 

to be fully blown out of the chamber.  For each experiment, transmissometers operating at wavelengths of 532 nm and 

1600 nm are used to measure the transmission from a light source at one end corner of the chamber to the 

transmissometers detectors. 

 

Figure 3-1 shows how the test targets were mounted in the obscurant chamber. The targets are made of a top and bottom 

sets of painted wood stripes (A) that are either black or white; the stripes are positioned in front of a back painted board 

(B) that can be also either black or white.  Three front-back combinations were tested. They are black-on-white (BoW), 

meaning that the front stripes are black and the back target is white; white-on-black (WoB) and white-on-white (WoW).  

The angle between the front and back target is approximately 30°.  Each front wood stripe has a thickness of about 1cm 

and a width of 10cm. 

 

 

 



      

Figure 3-1: Test targets mounted in the obscurant chamber 

 

Once the chamber is filled with obscurants, the front door opens and the data is acquired with an OPAL-120 using 

200kHz PRF.  The OPAL operates at a wavelength of 1550nm.  At the same time, a transmissometer acquires 

independent transmission data.  Both data sets are time-stamped, allowing the correlation of the LiDAR data with the 

transmission data.  The tests were done using a low average laser power of 33mW.  The sensor is positioned at 60m from 

the target.  The targets are positioned at back of the chamber, about 20m away from the front door.  Therefore, the 

LiDAR goes through 40m of clear conditions and about 20m of obscurant cloud prior to hitting the targets.  The laser 

pulses have a full angle divergence of 0.6mrad, producing a beam size of 3.6cm on the target surfaces. 

4. TESTS DATA EXAMPLES  

4.1 Tests in Arizona Road Dust (ARD) 

Figure 4-1 shows an example of data obtained in ARD obscurant when operating at a PRF of 200kHz using the WoW 

targets.  The left side shows the frontal view of the detection of the targets on the X-Y (cross-range / elevation) plane 

plane); the color map represents the range (along the Z axis), typically between 59.4 and 60.6m.  The right side of the 

figure shows the X-Z (elevation / range) plane; the color map represents the intensity of the detections.  The round-way 

OD corresponding to each scan number is also given, based on the transmissometer value measured at the time the scan 

was acquired.  The indicated values are the one measured at 532nm, corresponding more closely to human eye visibility.  

 

Figure 4-2 shows results for the WoB targets obtained in similar conditions.  In this instance it can be seen that the back 

panel being black is not detected at the OD values listed in the figures.  

4.2 Tests in Water Fog 

Figure 4-3 shows an example of data obtained through a water fog obscurant when operating at a PRF of 200kHz, for the 

WoW targets.  Figure 4-4 shows the corresponding data for the case of the WoB targets.   

4.3 Tests in Fog Oil 

Figure 4-5 shows an example of the detected LiDAR returns using the WoW targets immersed in fog oil obscurant. It 

can be noticed that due the small size of the fog oil particles (<0.5mm), the targets can be detected at much higher OD 

when compared to ARD or water fog. 
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scan 2, side view 
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scan 12, side view 

 
Scan 36, OD = 0.46 

 
Scan 36, side view 

Figure 4-1. Front and side view images of the WoW 3D target detection through ARD dust at rate of 200 kHz. 
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Figure 4-2. Front and side view images of the WoB 3D target detection through ARD dust at a rate of 200 kHz.  
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Scan 5,side view 
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Scan 9, side view 

 
Scan 30, OD = 0.39 

 
Scan 30, side view 

Figure 4-3. Front and side view Images of the WoW 3D target based on range and intensity detection through water fog at a laser 

repetition rate of 200 kHz and heavy dust mode. 






